
Evers & Sons Inc. successfully completed a 38.5-mile crude oil gathering
pipeline project, showcasing our capability to deliver large-scale infrastructure.
The project included 26.5 miles of 8” single lay and 12 miles of 8” dual lay
pipelines, along with the installation of key components such as launchers,
receivers, risers, and main line block valves. Our team ensured the entire
system was built to facilitate seamless transportation of crude oil from wellhead
pad sites to the CDP Terminal storage and blending facility.

Length & Configuration:
26.5 miles of 8” single lay
12 miles of 8” dual lay

Components Installed:
4 launchers
4 receivers
18 risers
1 MLBV (main line block valve)
6,421 linear feet of drills and bores

Additional Scope:
Installed 15 unit receipt points for custody transfer from pad sites
6 miles of 4” and 6” lateral pipelines
Fabricated and installed:

(2) Additional 6” launcher/receivers
(18) Additional 4” launcher/receivers

Functionality:
Designed to transport crude oil efficiently from all pad sites to the CDP Terminal
for storage and blending.

Project Overview

38.5 Mile Crude Oil Gathering
Pipeline — Texas

Evers & Sons Inc. is a third-generation, family-owned energy
services company providing design and construction support
across Engineering, Facilities, Fabrication, Pipeline,
Maintenance, and Decommissioning & Asset Abandonment.
Together, we connect engineering expertise with proven field
execution to help our customers plan smarter, build efficiently,
and operate with confidence.

Contact Information
contact@eversandsons.com
www.eversandsons.com
(979) 596-2139

Company Overview

http://www.eversandsons.com/
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